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Hassle-Free Centralized Cloud Management

Zero-Touch Provisioning for Efficient Deployment*

100% centralized cloud management of the whole network from different sites——all controlled from a single 
interface anywhere, anytime.

Omada zero-touch provisioning allows remotely deployment and configuration of multi-site networks, so there's 
no need to send out an engineer for on-site configuration. The Omada Cloud ensures efficient deployment with 
lower costs.

* Zero-Touch Provisioning is supported when using Omada-Cloud Based Controller.



AI-Driven Technology for Stronger Performance and Easy Network Maintenance

Assign Different Management Roles

Multi-user privilege assignment is available to increase management efficiency and security. Multi-person 
management, multi-level permissions, and the ability to add admins as needed, enable flexible network 
operation and maintenance.



Easy and Intelligent Network Monitoring

Comprehensive Protection for the Whole Network

The easy-to-use dashboard makes it easy to see your real-time network status; check network usage and 
traffic distribution; receive network condition logs, abnormal event warnings, and notifications; or even track key 
data for better business results. Network topology helps IP admins quickly see and troubleshoot connection at 
a glance.



Multiple Factors Guarantee Higher Reliability

Reliable Connections Even with High-Density Clients

Higher reliability of cloud service is guaranteed with 99.9% SLA availability, 24/7 automated fault detection, 
geographically isolated backup servers, and reliable product quality. Your network functions even if 
management traffic is interrupted.

Equipped with enterprise chipsets, dedicated antennas, advanced RF functions, auto channel selection, and 
power adjustment, Omada APs have high concurrency capacities for remarkable performance in high-density 
environments.
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Wireless Speed and Range Disclaimer 
Maximum wireless transmission rates are the physical rates derived from IEEE Standard 802.11 specifications. 
Range and coverage specifications were defined according to test results under normal usage conditions. 
Actual wireless transmission rate and wireless coverageare not guaranteed, and will vary as a result of 1) 
environmental factors, including building materials, physical objects and obstacles, 2) network conditions, 
including local interference, volume and density of traffic, product location, network complexity, and network 
overhead and 3) client limitations, including rated performance, location, connection quality, and client 
condition.

Wireless Client Capacity Disclaimer
Wireless client capacity specifications were defined according to test results under normal usage conditions. 
Actual wireless client capacity is not guaranteed, and will vary as a result of 1) environmental factors, including 
building materials, physical objects and obstacles, 2) network conditions, including local interference, volume 
and density of traffic, product location, network complexity, and network overhead and 3) client limitations, 
including rated performance, location, connection quality, and client condition. 

Ethernet Port Limitation Disclaimer
Actual network speed may be limited by the rate of the product's Ethernet WAN or LAN port, the rate supported 
by the network cable, Internet service provider factors and other environmental conditions.

MU-MIMO Disclaimer
(Only for certain devices)
MU-MIMO capability requires client devices that also support MU-MIMO.

Seamless Roaming Disclaimer
(Only for certain devices)
Seamless roaming requires both the access point and client devices to support 802.11k and 802.11v 
protocols.

Lightning and Electro-Static Discharge Protection Disclaimer
(Only for outdoor devices)
Protection against lightning and electro-static discharge may be achieved through proper product setup, 
grounding and cable shielding. Refer to the instruction manual and consult an IT professional to assist with 
setting up this product.

PoE Disclaimer
PoE budget calculations are based on laboratory testing. Actual PoE power budget is not guaranteed and will 
vary as a result of client limitations and environmental factors.

Disclaimers

Some models featured in this guide may be unavailable in your country or region. Visit TP-Link website for local sales 
information: www.tp-link.com. Specifications are subject to change without notice.
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